China Lonrun Di-Te Co (GZ)., Ltd.


GS-713SW
Main Features:
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1. 1/3 inch two-speed scan super wide dynamic color camera
2. two-speed scan, super wide dynamic(1:400)
3. 520/570 TVL super clear resolution
4. horizontal/ vertical mirror function
5. BLC function , 2 times digital
6. image strongthen function
7. no twinkling function
8. SDNR function
Specifications

	MODE NO.
	GS-713SW

	TV SYSTEM
	NTSC
	PAL

	IMAGE SENSOR
	1/3-inch  CCD  Image  Sensor

	CCD TOTAL PIXELS 
	811(H) X 508(V) 
	795(H) X 596(V)

	SCANNING SYSTEM 
	525 lines, 60 fields/sec
	625 lines, 50 fields/sec

	SYNC SYSTEM
	Internal / Line-Lock

	MINIMUM
	Legacy mode
	1.0 Lux      ( F1.2 , 5600ºK 50 IRE )

	ILLUMINATION
	Star light Mode
	0.02 Lux     ( F 1.2 , 5600ºK 30 IRE )

	RESOLUTION
	520 TVL

	WHITE BALANCE
	Mode
	ATW / AWB / FIX 

	
	Range
	3200 ~ 10000 ºK

	GAIN CONTROL
	Mode
	AGC (ON / OFF)

	
	Range
	0 ~ 18dB 

	S / N  RATIO  
	52dB ( MIN) / 60dB ( TYP )  (AGC OFF)

	AUTO IRIS 
	A.E.S. / DC

	OSD DISPLAY
	ON SCREEN DISPLAY FOR ALL CONTROL

	5 PUSH SW
	FOR OSD CONTROL PANEL

	LANGUAGE (ENG. /JAN. / SC)
	SELECTABLE BY OSD MANUAL

	MIRROR FUNCTION
	SELECTABLE BY OSD MANUAL

	UP SIDE DOWN 
	SELECTABLE BY OSD MANUAL

	B.L.C. FUNCTION
	SELECTABLE BY OSD MANUAL

	DIGITAL ZOOM (X2)
	SELECTABLE BY OSD MANUAL

	NEGATIVE IMAGE
	SELECTABLE BY OSD MANUAL

	MASKING AREA
	SELECTABLE BY OSD MANUAL

	DNR (Dynamic Noise Reduction)
	SELECTABLE BY OSD MANUAL

	MOTION DET.
	SELECTABLE BY OSD MANUAL

	ALARM OUT
	Motion Detect 

	RS-485 I/F 
	Min DIN connector

	WIDE DYNAMIC
	52dB ( MAX)  

	VIDEO OUTPUT
	Composite & Y/C output 1.0V p-p at 75 ohm

	GAMMA CORRECTION
	0.45 / 1.0 (SELECTABLE BY OSD MANUAL)

	OPERATION TEMPERATURE
	-20℃ TO 50℃

	OPERATIONAL  HUMIDITY
	within 85﹪RH

	POWER  SUPPLY 
	DC12V & AC24V 
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Http://www.lonrun-cctvcamera.com                    E-mail:export@lonrun-cctvcamera.com 
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